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ABSTRACT 

Multiprocessors  that  store  the  same  shared  data  in  different  private  caches 
must  ensure  these  caches  have  consistent  copies.  Almost  all  known  solutions 
to  this  cache  consistency  problem  are  only  suitable  for  architectures  with  a 
few  tens  of  processors  (PEs).  Efficient  solutions  to  the  TLB  (translation 
lookaside  buffer)  consistency  problem,  a  special  case  of  the  cache  consistency 
problem,  can  be  found  for  highly-parallel,  shared-memory  multiprocessors 
(HPSMMs)  with  many  hundreds  of  PEs  for  the  following  reasons:  the 
number  of  references  to  address  translation  information  per  modification  is 
very  large;  the  cache  for  storing  translation  information  can  be  present  any- 
where on  the  path  from  the  PEs  to  memory;  when  the  memory  mapping 
needs  to  be  modified,  one  can  often  select  which  translation  information  to 
change;  and  obsolete  mapping  information  can  be  used  until  permanent 
changes  must  be  made.  We  present  three  general  methods  that  exploit  these 
features  and  can  be  used  on  HPSMMs  to  maintain  TLB  consistency.  Trade- 
offs are  discussed  and  are  related  to  overall  system  performance.  Some  in- 
teresting issues  inherent  to  the  TLB  consistency  problem  and  the  support  of 
a  demand-paged  virtual  memory  system  on  a  HPSMM  are  also  presented. 
Our  methods  demonstrate  the  use  of  alternative  implementations  of  the  clas- 
sical readers- writers  algorithm. 

1.  Introduction 

To  match  the  relatively  high  speed  of  the  CPU  with  the  relatively  low  speed  of  a  large, 
modest-cost  memory,  most  computer  systems  use  a  hierarchical  memory,  where  higher  levels 
are  faster  but  smaller.  By  exploiting  the  principle  of  locality  [4],  the  average  delay  for 
memory  access  is  little  more  than  that  of  the  fastest  level.  Most  parallel  programs  exhibit 
locality  of  reference  to  shared  code  and  many  exhibit  significant  locality  of  reference  to 
shared  data.  Therefore,  a  hierarchical  memory  organization  is  attractive  for  the  shared 
memory  of  multiprocessors. 

Many  applications,  on  multiprocessors  as  well  as  uniprocessors,  require  a  virtual 
address  space  much  larger  than  physical  memory.  To  support  these  applications,  an  efficient 
implementation  of  demand  paging  is  needed.  Such  an  implementation  conventionally  uses  a 
TLB  (translation  lookaside  buffer),  a  cache  for  address  translation  information,  to  speed  up 
virtual  memory  access. 

Demand  paging  is  already  supported  on  large  supercomputers  such  as  the  CDC  Cyber 
205  [3],  the  Fujitsu  VP-200  and  the  Hitachi  S810/20  [13],  and  on  commercially  available, 
bus-connected  multiprocessor  systems  such  as  the  Elxsi  System  6400  [18]  and  Sequent's  Bal- 
ance 8000  and  21000  [19].  We  are  interested  in  issues  relevant  to  the  support  of  a  demand- 
paged  virtual  memory  on  highly-parallel,  shared-memory  multiprocessor  (HPSMM)  systems 
with  potentially  hundreds  of  processors  [24],  e.g.,  the  NYU  Ultracomputer  [5],  the  IBM 
RP3  [14],  and  the  BBN  Butterfly  [17].  One  of  these  issues  is  the  design  and  management  of 
TLBs.    On  such  systems,  cache  consistency  problems,  including  the  special  case  of  TLB 


consistency,  are  much  more  difficult  to  solve  than  on  machines  with  fewer  processors. 

In  contrast  to  the  TLB  consistency  problem,  the  design  and  performance  of  general- 
purpose  caches  in  multiprocessors  have  received  considerable  attention.  It  seems  intrinsi- 
cally difficult  to  solve  the  general  problem  of  ensuring  the  consistency  of  multiple  copies  of 
the  same  shared  data  in  different  private  caches  (i.e.,  maintaining  cache  consistency  or  cache 
coherence)  without  imposing  severe  restrictions  on  the  caching  of  shared  data.  Known 
hardware  solutions  ([1],  [21],  [26],  and  references  therein)  require  intercache  communication 
rates  that  grow  sufficiently  fast  with  the  number  of  processors,  making  them  only  suitable 
for  architectures  with  a  few  tens  of  processors.  The  efficiency  of  several  of  these  solutions 
is  examined  in  [1],  where,  based  on  simulation  results,  the  authors  indicate  to  what  extent 
each  may  limit  the  number  of  processors  in  the  system. 

In  this  paper  we  show  that  efficient  solutions  to  the  TLB  consistency  problem  on 
HPSMM  systems  exist.  After  first  defining  the  assumed  computing  environment,  we 
explore  the  problem  of  TLB  consistency,  contrast  it  to  the  general  cache  consistency  prob- 
lem, show  why  efficient  solutions  to  the  TLB  consistency  problem  are  possible,  and  present 
metrics  that  can  be  used  to  evaluate  them.  Three  general  TLB  consistency  techniques  are 
then  described  and  tradeoffs  between  them  are  discussed  and  related  to  overall  system  per- 
formance. 

2.  The  Problem 

We  first  present  the  models  used  for  the  HPSMM,  including  those  for  the  physical  and 
virtual  memory  and  page-fault  handling.  With  these  models  defined,  we  explore  the  general 
problem  of  maintaining  the  consistency  of  translation  information  on  such  an  architecture 
and  demonstrate  why  a  TLB  is  even  more  important  than  on  a  uniprocessor. 

2.1.  The  Physical  Model 

As  shown  in  Figure  1,  a  highly-parallel,  shared-memory  multiprocessor  (HPSMM)  is 
composed  of  many  processing  elements  (PEs),  typically  hundreds,  that  access  a  global  main 
memory  via  an  interconnection  network.  Main  memory  is  partitioned  into  memory  modules 
(MMs),  usually  one  per  PE,  that  are  grouped  into  memory  clusters  (MCs).  A  cluster  con- 
troller (CC),  associated  with  each  MC,  has  access  to  all  the  MMs  in  its  cluster.  It  is  used  as 
an  I/O  controller  and  in  some  cases  is  capable  of  executing  code  and  communicating  with  all 
PEs  in  the  system. 

The  physical  address  space  is  divided  into  frames  of  equal  size,  each  consisting  of  a 
range  of  contiguous  memory  addresses.  A  frame  is  fully  contained  in  one  MC  and  is  usually 
interleaved  across  all  the  MMs  in  the  cluster.  (On  the  RP3,  some  frames,  called  "local" 
frames,  are  contained  entirely  within  a  single  MM.)  Consecutive  frames  are  interleaved 
across  the  MCs.  These  interleavings  map  a  physical  address,  composed  of  a  frame  number 
and  displacement,  to  a  memory  location.   The  frame  number  specifies  an  MC  and  a  unique 
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Figure  1:  HPSMM  Architecture 


frame  within  the  MC;  the  displacement  determines  a  particular  location  within  that  frame. 
Since  each  frame  is  interleaved  identically  across  an  MC,  the  displacement  uniquely  defines 
the  MM  containing  a  specific  location.  This  mapping  is  depicted  in  the  lower  part  of  Figure 
2;  the  upper  part  of  the  figure  illustrates  the  logical-to-physical  address  translation  which  is 
described  below. 

In  order  to  reduce  the  cost  of  context  switching  between  related  processes,  a  global 
(i.e.,  system-wide)  segmented  virtual  address  space  is  desirable  on  a  HPSMM.  With  such  an 
address  space,  a  context  switch  requires  neither  a  TLB  flush  nor  the  flushing  of  a  large 
number  of  entries  from  the  cache.  The  address  space  is  composed  of  global  segments.  Each 
global  segment  refers  to  a  unique  object  in  the  system^  and  is  the  smallest  portion  of  the 
address  space  that  can  be  shared  among  processes.   It  is  subdivided  into  pages,  each  the  size 


^However,  two  pages  in  different  segments  (and  hence  having  different  virtual  addresses — "aliases")  may 
be  mapped  to  the  same  frame  in  order  to  efficiently  implement  "copy-on-write".  When  this  is  done,  the  pages 
are  marked  read-only  and  thus  do  not  create  cache  consistency  problems. 
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Figure  2:   Address  Translation 


of  a  frame,  consisting  of  a  range  of  contiguous  virtual  memory  addresses.  A  global  virtual 
address  consists  of  a  global  segment  number,  segment  page  number,  and  displacement.  Each 
process  can  access  a  subset  of  the  global  segments  in  the  system. 

Having  a  global  virtual  address  space  means  that  no  two  processes  running  concurrently 
may  use  the  same  virtual  address  to  refer  to  different  objects.  This  implies  that  the  global 
virtual  address  of  any  object  cannot  be  known  until  run-time.  To  permit  the  virtual 
addresses  used  by  a  process  to  be  determined  at  link-time,  we  add  a  level  of  indirection  that 
we  call  logical  addresses.  A  logical  address  is  composed  of  a  logical  segment  number,  logical 
page  number,  and  displacement.  The  logical  segment  number  specifies  which  of  the  global 
segments  accessible  by  the  process  is  to  be  used  for  a  memory  request.  A  PE  maps  a  logical 
segment  number  into  a  global  segment  number  using  a  per-process  table  that  has  an  entry 
for  each  logical  segment  mapped  by  the  process.    That  global  segment  number  is  used  to 


Ultracompoter  Note  L29 


P«ge4 


construct  the  global  virtual  address  of  the  memory  location. 

In  the  remainder  of  this  paper,  we  ignore  the  fact  that  the  global  virtual  memory  is 
divided  into  segments  and  consider  a  global  page  number  to  be  the  composite  of  a  global 
segment  number  and  a  segment  page  number.  We  refer  to  the  global  page  number  simply 
as  the  page  number,  and  treat  a  virtual  address  as  being  composed  of  a  page  number  and  a 
displacement  within  that  page. 

A  page  can  have  a  frame  in  memory  allocated  to  it  (a  resident  page)  or  only  be  stored 
on  disk  (a  nonresident  page).  Pages  can  be  dynamically  relocated  during  program  execution. 
The  location  of  pages  is  contained  in  a  page  table,  an  array  indexed  by  page  number.  Each 
page  table  entry  (PTE)  contains  the  frame  number  of  a  resident  page  or  disk  address  of  a 
nonresident  page,  a  dirty  bit,  the  page  status,  and  protection  information.  If  a  page  is  not 
resident,  a  memory  reference  to  the  page  causes  a  page  fault  which  results  in  the  referenced 
page  being  made  available  (see  Section  2.2). 

A  page  frame  table  (PFT)  is  used  by  the  operating  system  to  keep  track  of  available 
frames.  It  has  the  inverse  function  of  the  page  table,  identifying  all  the  virtual  pages 
mapped  to  each  frame.  In  two  of  the  TLB  consistency  techniques  presented  in  this  paper, 
the  PFT  is  distributed  so  that  parts  of  each  entry  are  replicated  at  multiple  MMs. 

We  define  a  paging  arena  as  a  region  of  memory  to  which  the  paging  algorithm  is 
independently  applied.  Each  MC  can  be  made  a  separate  paging  arena  by  restricting  which 
frames  can  be  used  to  store  a  specific  page,  with  the  page  number  uniquely  determining  the 
MC  in  which  it  can  be  stored.  This,  along  with  the  global  nature  of  memory  interleaving, 
allows  each  virtual  address  to  uniquely  specify  the  MM  in  which  it  must  reside.  Therefore, 
page  replacement  can  be  done  locally  within  an  MC,  possibly  by  the  CC,  and  the  page  table 
can  be  fragmented,  with  each  cluster  only  storing  entries  for  pages  that  can  be  contained  in 
it.   The  technique  of  Section  3.5  requires  separate  paging  arenas. 

Our  HPSMM  model  also  provides  fetch-and-^  operations  [7],  atomic  read-modify-write 
operations,  referred  to  individually  as  fetch-and-<t)(ni,  v),  where  m  is  a  memory  location  and 
V  is  some  value.  They  return  the  original  contents  of  m  to  the  PE  and  simultaneously  store 
at  m  the  result  of  applying  the  function  4>  to  the  original  contents  of  m  and  the  value  of  v. 
For  example,  a  fetch-and-addim,  v)  operation  increments  the  contents  of  m  by  v  and  returns 
the  old  contents  of  m;  a  load  can  be  performed  as  a  fetch-and-add  of  zero.  If  the  previous 
value  is  returned  when  executing  a  store,  one  obtains  a  fetch-and-store  operation  which 
swaps  the  old  value  in  memory  with  the  new  value  sent  by  the  PE.  The  following  fetch- 
and-4>  operations  are  defined  by  various  HPSMM  architectures:  fetch-and-add,  fetch-and- 
and,  fetch-and-or,  fetch-and-min,  fetch-and-max,  fetch-and-store,  fetch-and-store-if- 
nonnegative,  and  fetch-and-store-if-zero. 
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2.2.  Page-Fault  Handling 

In  this  section,  we  present  a  model  of  classical  uniprocessor  demand-paging  implemen- 
tations and  contrast  it  to  multiprocessor  implementations. 

2.2.1.  General  Model 

When  a  memory  request  refers  to  a  nonresident  page,  a  page  fault  is  said  to  occur  and 
the  request  cannot  be  satisfied  until  the  page  is  made  available.  If  the  page  is  being  brought 
into  memory,  the  request  must  wait  until  that  page  is  loaded;  if  the  page  is  still  in  memory, 
it  can  be  reclaimed;  otherwise,  an  I/O  transfer  from  disk  may  be  required. 

A  frame  must  be  allocated  to  store  the  faulted  page.  Often  this  requires  a  page  to  be 
evicted.  If  the  page  selected  for  eviction  is  dirty  (has  been  written  to  during  its  memory 
residency),  it  must  be  written  to  disk  before  its  frame  can  be  made  available. 

An  optimization  found  in  many  operating  systems  uses  free  and  dirty  lists  to  reduce  the 
amount  of  required  I/O.  In  these  systems,  pages  that  are  not  in  the  resident  set  (the  set  of 
active  pages)  of  any  process  are  placed  on  either  the  free  or  dirty  list  depending  on  whether 
or  not  they  have  been  modified  while  resident.  A  page  daemon  is  used  to  monitor  memory 
usage,  remove  pages  from  resident  sets,  and  write  dirty  pages  to  disk.  Then,  a  process 
encountering  a  page  fault  can  simply  obtain  an  available  frame  from  the  free  list  and  need 
not  be  concerned  with  choosing  a  page  to  evict  or  handling  dirty  pages. 

In  most  of  the  discussions  below,  we  ignore  this  optimization  and  abstract  page-fault 
handling  using  a  self-service  rather  than  a  server-based  approach.  When  a  process  incurs  a 
page  fault  and  no  other  process  is  waiting  for  that  page,  it  becomes  the  pager  for  that  page 
and  takes  whatever  actions  are  necessary  to  make  that  page  available.  This  may  include 
evicting  a  resident  page,  writing  a  dirty  page  to  disk,  and  reading  the  requested  page.  If  the 
faulted  page  is  already  being  obtained  by  a  pager,  the  faulting  process  puts  itself  on  a  queue 
of  processes  awaiting  the  residency  of  that  page.  Before  returning  to  user  mode,  a  pager 
adds  all  processes  that  are  waiting  for  its  page  to  the  ready  queue. 

2.2.2.  Multiprocessor  Issues 

On  a  uniprocessor,  locks  required  in  page-fault  handling  are  implicit  in  the  use  of  inter- 
rupt levels  or  the  disabling  of  context  switching.  On  a  multiprocessor  they  must  be  made 
explicit  and  care  must  be  taken  to  avoid  improper  operation  of  the  paging  system.  For 
example,  if  two  processes  running  simultaneously  on  different  PEs  fault  on  the  same  page, 
only  one  may  become  the  pager — the  other  must  enqueue  itself  and  wait.  By  using  the 
fetch-and-<|)  operation  and  carefully  ordering  stores,  much  of  the  serialization  otherwise 
required  by  these  locks  can  be  eliminated  [23]. 

There  is  one  additional  aspect  of  multiprocessor  page-fault  handling  that  merits  discus- 
sion here.  Consider  a  situation  where  multiple  simultaneously  active  processes  (multiple 
page  daemons  or  pagers  in  a  system  without  page  daemons)  are  looking  for  a  page  to  evict. 
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Each  must  obtain  a  different  page  and,  therefore,  must  skip  pages  that  have  been  chosen  for 
eviction  by  other  processes.  Suppose  you  have  an  "optimal"  algorithm  that  chooses  the  best 
page  to  evict.  Using  this  algorithm,  all  these  processes  would  simultaneously  choose  the 
same  "best"  page;  one  would  get  it  and  the  others  would  retry.  Then  all  but  one  would  get 
the  second  best,  and  so  on.  Thus,  the  use  of  an  "optimal"  choice  function  for  page  eviction 
leads  to  serialization.  This  can  be  eliminated  by  using  a  suboptimal  strategy  that  allocates  a 
different  page  to  each  process.  For  example,  the  "Second  Chance"  algorithm  of  [2],  an 
approximation  to  the  LRU  policy,  can  be  modified  using  the  fetch-and-add  operation  so  that 
each  concurrent  evicter  is  given  a  unique  page  to  evict  [24].  When  there  is  more  than  one 
distinct  paging  arena,  it  may  be  best  to  have  one  page  daemon  per  arena,  each  using  an 
optimal  eviction  choice  strategy. 

2.3.   Consistency  of  Translation  Information 

If  multiple  copies  of  translation  information  exist,  we  must  ensure  that  they  are  kept 
consistent.  In  this  section  we  discuss  why  these  multiple  copies  arise,  how  they  are  pro- 
tected, and  when  address  translation  modifications  are  made. 

2.3.1.  Address  Translation  Caches 

The  standard  method  of  speeding-up  virtual  memory  access  is  to  cache  address  transla- 
tion information.  If  a  physical-address  cache  is  used  by  the  PE,  a  special-purpose  device 
(called  a  translation  lookaside  buffer,  TLB)  is  used  to  cache  translation  information  [20].  If  a 
virtual-address  cache  is  used,  translation  information  can  be  stored  in  it  [11];  we  consider  the 
part  of  this  cache  used  to  store  translation  information  as  a  separate  TLB.  By  taking  advan- 
tage of  the  principle  of  locality,  these  caches  substantially  reduce  the  average  number  of 
memory  accesses  required  to  satisfy  a  virtual  memory  request. 

With  a  TLB,  only  one  memory  access  per  virtual  memory  request  is  required  when  the 
translation  for  the  referenced  page  is  present  in  the  TLB  (a  TLB  hit).  When  there  is  no  entry 
in  the  TLB  for  the  referenced  page,  a  TLB  miss  occurs,  and  the  translation  information  for 
the  page  is  copied  from  the  PTE  into  the  TLB  (a  TLB  reload). 

2.3.2.  Copies  of  PTEs 

In  the  absence  of  an  address  translation  cache  and  assuming  a  single-level  page  table  in 
main  memory,  a  uniprocessor  requires  two  memory  accesses  to  satisfy  a  virtual  memory 
request  for  uncached  data — one  to  access  the  address  translation  information  and  the  other  to 
access  the  data  itself;  a  HPSMM  incurs  a  much  higher  cost.  Not  only  is  access  to  shared 
main  memory  usually  the  performance  bottleneck  on  a  HPSMM,  but  we  will  show  that  extra 
memory  accesses  are  required  to  obtain  up-to-date  address  translation  information.  More- 
over, if  the  translation  information  for  a  shared  page  is  not  replicated,  it  may  become  a  "hot 
spot"  of  memory  activity  [15]  unless  the  "combining"  network  of  [9]  is  used. 
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Shared  address  translation  information  is  always  writable  even  if  the  mapped  page  is 
read-only,  since  it  is  modified  whenever  a  page  is  moved.  Therefore,  we  must  ensure  that  if 
multiple  copies  of  address  translation  information  exist  (e.g.,  in  TLBs  at  multiple  PEs),  they 
are  kept  consistent  with  the  page  table.   This  is  the  issue  of  TLB  consistency. 

The  general  problem  of  maintaining  the  consistency  of  address  translation  information 
is  not  unique  to  systems  with  multiple  processors,  TLBs,  or  demand  paging  since  a  copy  of  a 
PTE  always  exists,  either  explicitly  or  implicitly.  On  a  uniprocessor  with  a  TLB,  the 
software  must  ensure  that  the  TLB  copy  is  kept  consistent  with  the  PTE  by  removing  entries 
from  the  TLB  {invalidating  TLB  entries)  that  contain  translation  information  of  modified 
PTEs. 

On  a  multiprocessor  system  without  TLBs,  between  the  time  a  PE  reads  the  address 
translation  information  and  the  time  it  accesses  the  data  in  the  referenced  page,  there  is  an 
implicit  copy  of  the  PTE  in  the  PE.  Due  to  the  presence  of  the  processor-to-memory  inter- 
connection network,  we  must  make  the  very  pessimistic  assumption  that  an  arbitrary  number 
of  memory  accesses  by  other  PEs  may  occur  between  these  two  accesses.  Therefore, 
another  PE  may  evict  the  referenced  page  and  reclaim  the  page's  frame  for  use  by  another 
process  and  write  into  it  during  this  time  interval.^ 

2.3.3.   Locking  Translation  Information 

This  is  an  instance  of  the  classical  problem  of  obtaining  a  consistent  view  of  a  shared, 
complex  data  structure.  References  to  the  data  structure,  in  this  case  the  contents  of  a  page 
and  its  translation  information,  must  be  done  in  an  atomic  fashion.  For  example,  if  a  page 
is  in  the  process  of  being  moved,  no  reader  is  allowed  to  observe  an  intermediate  state 
where  the  page  has  moved  but  its  translation  information  has  not  changed  (or  vice  versa). 
One  way  this  might  happen  is  if  a  reader  uses  an  obsolete  copy  of  a  PTE. 

A  classical  solution  to  these  kinds  of  problems  is  the  use  of  readers-writers  locks.  When 
a  process  needs  to  obtain  a  consistent  view  of  a  data  structure  but  will  not  modify  it,  the  pro- 
cess requests  a  read  lock.  An  arbitrary  number  of  read  locks  may  be  granted  as  long  as  no 
process  is  concurrently  modifying  the  data.  When  a  process  desires  to  modify  the  data,  it 
requests  a  write  lock.  Only  one  write  lock  is  granted  at  a  time  and  only  when  no  read  locks 
are  active. 

When  these  locks  are  used,  a  reference  to  resident  virtual  memory  formally  consists  of 
four  steps: 

•  obtain  a  read  lock  on  the  PTE; 

•  read  the  address  translation  information 
from  the  PTE; 

•  access  the  requested  memory;  and 

•  release  the  read  lock  on  the  PTE. 

(To  modify  a  PTE,  a  PE  must  hold  a  write  lock  on  it.) 

On  a  uniprocessor,  these  locks  are  implicit:    no  actions  can  occur  between  an  access  to 


the  translation  information  and  the  subsequent  access  to  the  page  itself.^  On  a  shared- 
memory  multiprocessor  these  locks  must  be  explicit.  In  the  absence  of  a  TLB,  four  memory 
operations  are  required  to  satisfy  a  virtual  memory  request.  (The  first  two  can  be  merged 
into  one  with  the  use  of  special  hardware  [10]).  This  contrasts  with  two  on  a  uniprocessor, 
making  a  TLB  even  more  desirable  on  a  multiprocessor  system. 

Unfortunately,  on  a  multiprocessor,  one  must  do  more  than  merely  add  a  TLB  at  each 
PE.  Locks  on  a  PTE  must  enforce  consistency  of  the  multiple  PTE  copies  resident  in  the 
TLBs.  A  PTE  is  only  guaranteed  not  to  diange  while  a  read  lock  is  in  force.  If  a  read  lock 
on  a  PTE  is  not  maintained  during  its  entire  TLB  residency,  but  rather  is  only  held  from  the 
start  of  a  TLB  reload  until  the  reference  that  caused  the  reload  has  been  satisfied,  that  TLB 
entry  must  be  assumed  to  be  stale  for  the  next  reference.  This  requires  a  reload  of  the  TLB 
for  each  virtual  memory  request  and,  thus,  clearly  defeats  the  purpose  of  having  a  TLB. 

2.3.4.   Safe  vs.  Unsafe  Changes 

Modifications  to  a  PTE  fall  into  two  categories:  safe  and  unsafe.  Safe  changes  are 
those  where,  in  the  natural  course  of  execution,  obsolete  translation  information  will  be 
detected  and  corrected.  For  example,  if  the  status  of  a  page  is  changed  from  nonresident  to 
resident,  use  of  information  indicating  that  the  page  is  nonresident  results  in. a  page  fault. 
The  page-fault  handler  can  consult  the  page  table  and  recognize  that  the  page  is  actually 
resident  and  simply  reload  the  TLB.  A  similar  process  occurs  when  the  protection  informa- 
tion of  a  page  is  changed  from  read-only  to  read-write.  In  contrast,  the  remaining  possible 
modifications  to  a  PTE  are  unsafe:  altering  a  page's  status  from  resident  to  nonresident  and 
dianging  a  page's  protection  from  read-write  to  read-only.  In  the  absence  of  locking,  unsafe 
changes  can  result  in  erroneous  program  execution.  The  techniques  presented  in  Sertion  3 
can  be  used  to  ensure  TLB  consistency  when  unsafe  changes  are  required. 

The  status  of  a  page  can  change  from  resident  to  nonresident  when  the  page  is  selected 
for  eviction  or  when  the  virtual  memory  containing  the  page  is  deallocated.  Evictions  are  by 
far  the  most  frequent  case  and  are  dealt  with  explicitly  by  each  of  our  TLB  consistency  tech- 
niques. We  can  sidestep  the  problem  when  deallocating  virtual  memory  by  doing  so  solely 
on  a  segment  basis  and  by  only  reusing  a  global  segment  number  when  no  TLB  contains  an 
entry  for  a  page  in  that  segment,  as  discussed  in  Section  3.3. 

The  only  situation  we  consider  where  a  page's  protection  can  change  from  read-write  to 
read-only  is  when  implementing  the  copy-on-write  optimization.  When  copies  of  a  segment 
must  be  made,  e.g.,  to  implement  the /or/:  system  call,  the  copy-on-write  optimization  defers 
duplicating  each  page  until  it  is  written.    This  is  done  by  creating  a  new  segment,  mapping 


'  There  is,  however,  a  pathological  possibility  of  the  opposite  happening.  Namely,  on  a  system  with  a  TLB, 
it  might  be  possible  to  access  a  page  in  the  process  of  updating  the  translation  for  that  page.  This  does  not  hap- 
pen in  practice  because  context  switching  is  normally  disabled  during  execution  of  paging  code  and  the  paging 
code  is  locked  in  memory. 
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all  of  its  pages  to  the  frames  used  in  the  original  segment,  setting  the  protection  for  these 
pages  to  read-only  in  both  segments,  and  incrementing  a  reference  count.  When  a  process 
writes  to  a  page  whose  reference  count  is  greater  than  one,  a  private,  read- write  copy  of  the 
page  is  made.  In  the  common  case,  where  most  of  the  pages  of  the  segment  are  never  writ- 
ten, this  saves  unnecessary  duplication. 

3.  The  Solutions 

Unlike  the  general  problem  of  cache  consistency,  the  consistency  problem  with  respect 
to  shared  address  translation  information  is  sufficiently  specialized  so  that  it  admits  efficient 
solutions.  This  is  because: 

(1)  The  number  of  references  to  address  translation  information  per  modification  is  very 
large;  a  reference  occurs  for  each  virtual  memory  access,  while  a  modification  only 
occurs  when  a  page's  status  or  protection  is  changed. 

(2)  Address  translation  information  can  be  present  anywhere  on  the  path  from  a  PE  to 
an  MM. 

(3)  Whenever  the  memory  mapping  needs  to  be  modified,  one  can  often  select  which 
translation  information  to  change,  e.g.,  there  are  few  restrictions  on  which  page  to 
evict  when  a  new  page  must  be  loaded  into  memory. 

(4)  "Optimistic  recovery"  [22]  techniques  can  use  obsolete  address  mapping  information 
until  permanent  changes  must  be  made. 

After  presenting  two  data-locking  mechanisms,  we  present  a  list  of  metrics  and  a  dis- 
cussion of  general  design  and  performance  issues  that  are  useful  in  evaluating  the  proposed 
consistency  techniques.  We  then  show  how  the  above  features  can  be  exploited  to  help  us 
approach  the  performance  advantages  of  TLBs  enjoyed  by  uniprocessors — one  main  memory 
access  per  virtual  memory  request  on  a  TLB  hit. 

The  approach  discussed  in  Section  3.3  maintains  a  read  lock  on  a  PTE  during  the  entire 
time  that  its  data  is  present  in  a  TLB  and  restricts  modifications  to  translation  information  of 
pages  whose  PTEs  are  read-locked  (e.g.,  a  page  that  has  an  entry  in  any  TLB  is  not  con- 
sidered a  candidate  for  eviction).  In  Section  3.4,  we  present  a  method  that  capitalizes  on 
"optimistic  recovery" — it  avoids  the  use  of  explicit  locks  by  allowing  TLB  data  to  become 
stale  and  being  able  to  detect  the  use  of  stale  data.  The  third  method,  described  in  Section 
3.5,  eliminates  the  need  for  a  TLB  at  each  PE  by  sending  virtual,  rather  than  physical, 
addresses  through  the  network  and  performing  address  translation  at  the  memory. 

3.1.  Data-Locking  Mechanisms 

Classical  implementations  of  readers-writers  locks  suffer  from  the  fact  that  readers  can 
busy-wait  even  in  the  absence  of  writers.  To  avoid  this,  we  present  two  algorithms  that 
employ  the  fetch-and-add  operation  (see  [8]  for  details)  and  are  used  in  the  implementation 
of  our  TLB  consistency  techniques. 
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3.1.1.  One-Counter  Algorithm 

One  way  to  implement  the  readers-writers  algorithm  is  to  maintain  a  counter  that  indi- 
cates the  number  of  active  readers  and  writers  [8].  This  counter,  C,  is  equal  to  r  —  (n  x 
w),  where  n  is  no  less  than  the  maximum  possible  number  of  active  readers  in  the  system, 
and  r  and  w  are  equal  to  the  current  number  of  active  readers  and  writers,  respectively.  A 
prospective  reader  performs  the  following  algorithm: 

—  begin 

OK  :=  false; 
repeat 
//  C  2:  0  then 
</fctch-and-add(C,  1)  s=  0  then 

OK  :=  true; 
e/5«  fetcb-and-add(C,  -1); 
until  OK; 
read  the  data; 
fetch-and-add(C,  -1); 
end; 

A  prospective  writer  does  the  following: 

begin 
OK  :=  false; 
repeat 
j/  C  =  0  then 
i/fetch-and-add(C,  -n)  =  0 

OK  :=  true; 
else  fetch-and-add(C,  +n); 
until  OK; 
update  the  data; 
fetch-and-add(C,  +n); 
end; 

Note  that,  in  the  absence  of  writers,  no  serialization  occurs  in  these  algorithms.  One  might 
think  the  first  test  in  these  algorithms  is  "redundant",  however,  as  explained  in  [8]  it  is 
necessary  to  prevent  deadlock.  (Priority-based  and  starvation-free  variants  of  these  algo- 
rithms are  also  discussed  in  [8].) 

3.1.2.  Two-Counter  Algorithm 

Instead  of  implementing  the  readers-writers  algorithm,  this  technique  enables  a  reader 
to  determine  when  it  has  received  inconsistent  data.  Unlike  the  readers-writers  algorithm,  it 
does  not  prevent  more  than  one  active  writer;  we  assume  this  protection  is  provided  by 
another  synchronization  mechanism. 
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This  technique  maintains  two  counters,  Ci  and  C2.  A  prospective  reader  executes  the 
following  algorithm: 

begin 
repeat 

MyCl  :=  Ci; 

make  a  private  copy  of  the  data; 
MyC2  :=  C^, 
until  MyCl  =  MyC2; 
use  the  private  copy  of  the  data; 
end; 

A  prospective  writer  does  the  following: 

begin 

fetch-and-add(C2,  1); 

update  the  data; 

fetch-and-add(Ci,  1); 
end; 

Because  a  writer  increments  C2  first  and  increments  Ci  last  and  a  reader  reads  Ci  first 
and  reads  C2  last,  a  reader  can  always  detect  a  writer  that  is  in  the  process  of  modifying  the 
data.  (Here  we  assume  that  it  is  not  possible  for  a  counter  to  have  been  incremented  past 
overflow  and  back  to  its  original  value  between  the  time  that  a  reader  accesses  the  two 
counters.) 

3.2.  Design  and  Performance  Issues 

In  order  to  assess  the  performance  of  our  TLB  consistency  techniques,  we  must  con- 
sider the  following  metrics,  each  of  which  affects  system  performance: 

•  the  time  to  access  information  mapped  by  an 
entry  in  the  TLB; 

•  the  probability  of  a  TLB  hit; 

•  the  delay  due  to  a  TLB  miss  (TLB  reload  time); 

•  the  page-fault  rate; 

•  the  time  to  service  a  page  fault;  and 

•  the  memory  required  for  address  translation 
information. 

Each  of  these  metrics  represents  a  parameter  relevant  to  the  overall  performance  of  the 
computer  system.  However,  the  relative  importance  of  each  of  these  parameters  is  not 
always  clear  and  sometimes  depends  on  both  the  specific  values  of  the  parameters  and 
detailed  engineering  issues.  Our  TLB  consistency  techniques  occasionally  improve  one 
parameter  while  worsening  another.    In  the  description  of  each  method,  we  discuss  its 
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performance  as  measured  by  the  above  metrics.  Usually  only  a  subset  of  the  metrics  are  sig- 
nificant. For  example,  the  service  time  for  a  page  fault  is  not  greatly  affected  by  any  of 
these  methods.  On  the  other  hand,  the  TLB  reload  time  differs  among  the  various  tech- 
niques but  cannot  be  quantitatively  compared  without  detailed  engineering  information. 

As  discussed  in  Section  2.1,  we  sometimes  impose  the  constraint  of  always  mapping  a 
page  to  the  same  MC.  This  will  not  always  significantly  reduce  performance.  It  is  similar 
to  using  a  set-associative  cache  instead  of  a  fully  associative  one.  The  size  of  the  set  is  the 
number  of  frames  per  MC,  which  will  run  into  the  thousands.  If  hashing  is  used  to  associate 
pages  to  MCs,  the  distribution  of  aaive  pages  over  the  MCs  can  be  expected  to  be  very 
even.   However,  in  drawing  this  analogy  the  following  differences  should  be  noted: 

(1)  The  time  to  satisfy  a  cache  miss  is  much  shorter  than  the  time  to  satisfy  a  "page 
miss";  the  system  requires  page-fault  rates  much  lower  than  cache  miss  rates. 

(2)  The  shared  memory  acts  as  a  "page  cache"  for  all  PEs;  it  has  to  contain  the  resident 
sets  of  all  running  processes.  Hence,  the  minimum  acceptable  associative  set  size  is 
likely  to  grow  with  the  number  of  PEs. 

3.3.   Maintaining  the  Read  Lock 

The  most  straightforward  way  of  ensuring  the  consistency  of  TLB  data  with  the  shared 
page  table  is  for  each  PE  to  maintain  a  read  lock  on  a  PTE  during  the  entire  time  the  trans- 
lation information  is  present  in  its  TLB.  This  makes  the  number  of  active  read  locks  for  a 
PTE  equal  to  the  number  of  TLBs  containing  that  PTE.  A  PE  only  releases  its  read  lock 
when  the  entry  is  removed  from  its  TLB.  Since  a  write  lock  must  be  held  while  modifying  a 
PTE,  unsafe  modifications  are  only  allowed  to  PTEs  that  are  not  in  any  TLB. 

3.3.1.   Basic  Technique 

To  perform  a  TLB  reload,  a  read  lock  is  obtained  on  the  PTE  and  the  translation  infor- 
mation is  copied  into  a  TLB  entry.  Once  the  translation  information  is  in  the  TLB,  refer- 
ences to  the  page  result  in  TLB  hits  and,  as  on  a  uniprocessor,  we  attain  one  main  memory 
access  per  virtual  memory  request.  If  the  referenced  page  is  not  resident,  a  TLB  reload 
.  results  in  a  page  fault  and  the  page-fault  handling  described  in  Section  2.2  is  performed. 
When  the  page  is  available,  the  TLB  reload  is  retried.  Prior  to  the  invalidation  of  a  TLB 
entry,  the  TLB  dirty  bit  must  be  examined  and,  if  set,  the  dirty  bit  of  the  PTE  must  be  set; 
then  the  read  lock  is  released. 

To  implement  the  required  locks  without  unnecessary  serialization,  we  use  the  one- 
counter  algorithm  presented  in  Section  3.1.1  to  protect  each  PTE.  The  counter  used  by  that 
algorithm  indicates  the  number  of  PEs  that  currently  hold  a  read  lock  on  that  PTE  and, 
hence,  the  number  of  TLBs  containing  a  copy  of  that  PTE.   We  call  this  counter  the  replica- 
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Hon  count  (RC)/  For  pages  that  are  to  be  permanently  locked  in  memory  (system  pages),  a 
read  lock  that  is  never  released  can  be  obtained  at  boot  time. 

3.3.2.  Avoiding  Write  Locks 

To  avoid  trying  to  obtain  a  write  lock  on  a  PTE  with  active  read  locks,  we  must  elim- 
inate the  need  to  make  unsafe  modifications  to  TLB-resident  PTEs.  As  discussed  in  Section 
2.3.4,  unsafe  changes  are  caused  by  deallocating  virtual  memory,  changing  a  page's  protec- 
tion from  read-write  to  read-only  (while  performing  the  copy-on-write  optimization),  and 
evicting  a  page. 

A  TLB  can  contain  an  entry  for  a  page  in  a  deallocated  segment  as  long  as  we  can 
ensure  that  it  will  not  be  used.  We  do  this  by  not  reusing  the  segment  number  of  a  deallo- 
cated segment  while  any  TLB  contains  an  entry  for  a  page  in  that  segment.  This  is  done  by 
associating  a  counter  (distinct  from  the  counter  used  by  the  operating  system  to  denote  the 
number  of  processes  sharing  the  segment)  with  each  global  segment  number;  this  counter  is 
incremented  on  every  associated  TLB  reload  and  decremented  on  each  invalidation. 

The  two  remaining  unsafe  modifications  occur  when  performing  the  copy-on-write 
optimization  and  evicting  a  page.  We  must  forgo  the  copy-on-write  optimization  for  any 
page  that  is  resident  in  a  TLB  since  otherwise  we  would  need  to  set  the  page's  protection  to 
read-only.  In  the  case  of  eviction,  the  page  replacement  policy  must  only  consider  frames 
containing  pages  with  an  RC  of  zero  as  candidates  for  eviction. 

3.3.3.  Deadlock  Avoidance 

We  must  guarantee  that  a  page  is  always  available  for  eviction  (i.e.,  not  in  any  TLB). 
This  is  only  ensured  if  the  number  of  frames  is  greater  than  the  total  number  of  TLB  entries 
at  all  PEs.  Otherwise,  a  deadlock  can  occur.  If  each  MC  defines  a  separate  paging  arena,  a 
deadlock  can  occur  if  the  number  of  frames  in  each  MC  is  less  than  the  total  number  of  TLB 
entries. 

Provided  that  this  condition  will  seldom  occur,  we  can  drop  the  guarantee  of  there 
always  being  a  page  that  is  not  in  any  TLB.  When  deadlock  does  occur,  an  inefficient,  glo- 
bal mechanism  must  be  used:  after  selecting  a  page  for  removal,  a  message  is  broadcast  to 
all  PEs  to  invalidate  entries  for  the  chosen  page.^  Upon  receipt  of  this  message,  each  PE 


*In  addition  to  representing  the  read-write  lock  sute  of  a  PTE,  the  RC  can  be  used  to  indicate  whether  or 
not  a  page  is  resident.  A  fetch-and-store-if-zcro  operation  can  then  be  used  to  atomically  test  whether  a  page  can 
be  evicted  and  evict  it  if  so  (sec  [23]  for  details). 

*This  is  essentially  one  of  the  methods  used  in  the  MACH  operating  system  [16].  Rather  than  restricting  un- 
tafe  modifications,  they  rely  solely  on  a  global  mechanism.  The  MACH  operating  system  sometimes  postpones 
the  use  of  a  changed  mapping  until  all  PEs  have  had  a  chance  to  flush  their  TLBs  (e.g.,  at  a  timer  interrupt)  and 
when  acceptable,  e.g.,  for  safe  changes,  they  allow  temporary  inconsistency.  This  is  inefficient  for  systems  with 
many  PEs. 
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waits  for  the  completion  of  its  outstanding  references  to  the  page  and  then  invalidates  any 
TLB  entries  it  has  for  that  page.  The  page  selected  for  eviction  cannot  be  removed  from 
memory  until  all  the  outstanding  read  locks  on  its  PTE  have  been  released.  Alternatively,  if 
the  TLBs  implement  an  LRU  replacement  policy,  one  might  use  an  election  scheme:  a 
"deadlocked"  message  can  be  broadcast  to  all  PEs  which  then  elect  a  page  to  evict  by  identi- 
fying the  oldest  entry  in  their  TLBs. 

3.3.4.  Evaluation 

We  feel  that  our  restriction  on  which  pages  to  evict  is  appropriate.  Page  replacement 
policies  base  their  choice  of  a  page  to  evict  on  recent  activity;  a  page  that  has  not  been 
accessed  recently  is  a  good  candidate  for  eviction.  The  presence  of  copies  of  the  PTE  for  a 
page  in  TLBs  is  one  measure  of  activity  for  a  page — if  no  TLB  contains  an  entry  for  the 
page,  the  page  is  a  good  candidate  for  eviction.  However,  care  must  be  taken  to  ensure  that 
the  TLBs  of  idle  PEs  get  flushed  periodically. 

No  additional  memory  is  required  for  the  address  translation  structures  used  to  imple- 
ment this  method;  the  RC  field  of  the  PTE  would  be  required  by  any  other  locking  mechan- 
ism. Also,  this  method  keeps  the  network  load  low  because  only  the  minimum  required 
information  (the  physical  address)  is  transmitted  from  the  PEs  to  the  MMs. 

On  the  other  hand,  there  are  some  disadvantages  to  this  method.  It  relates  the  size  of 
the  TLBs  to  the  size  of  main  memory.  If  an  MC  is  considered  a  separate  paging  arena,  in 
order  to  avoid  deadlock  we  may  be  forced  to  use  smaller  TLBs  than  are  otherwise  desirable; 
this  will  increase  the  TLB  miss  rate.  Also,  since  the  copy-on-write  optimization  cannot  be 
fully  utilized,  a  cost  of  this  method  is  the  possible  unnecessary  duplication  of  pages  when 
segments  are  copied. 

3.4.  Validation 

Rather  than  ensuring  that  TLB  information  is  always  valid,  we  can  allow  TLB  entries  to 
become  stale  and  detect  accesses  that  use  stale  TLB  entries.  Similar  to  the  approaches  used 
in  [6]  and  [21],  we  associate  a  generation  count  (GC)  with  each  frame  of  physical  memory; 
the  current  GC  assigned  to  a  frame  acts  as  a  version  number  or  time  stamp.  We  use 
readers-writers  locks  to  ensure  that  the  translation  information  and  its  GC  are  updated  atom- 
ically.  Unlike  the  locks  of  the  previous  section,  these  locks  need  only  be  held  momentarily, 
and  not  during  the  entire  TLB  residency  of  the  PTE  data. 

A  PE  augments  each  memory  request  with  the  GC  of  the  related  entry  in  its  TLB. 
Using  this  GC,  the  "validity"  of  the  translation  is  atomically  verified  by  the  MM.  When  a 
stale  entry  is  detected,  the  request  fails  and  a  signal  is  sent  to  initiate  the  refreshing  of  the 
stale  TLB  information. 
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3.4.1.  Basic  Technique 

Located  at  each  MM  is  a  generation  count  table  (GCT) ,  accessible  and  modifiable  by  the 
CC  associated  with  the  MM  as  well  as  by  the  PEs.  It  contains  an  entry  for  each  frame  in  the 
cluster.  Each  entry  consists  of  a  valid  bit,  a  GC,  protection  information,  and  a  dirty  bit.  On 
writes,  the  MM  sets  the  GCT  entry  (GCTE)  dirty  bit.  When  a  page  is  to  be  evicted,  the 
dirty  bits  of  all  GCTs  in  the  cluster  are  consulted. 

A  TLB  reload  is  done  by  obtaining  a  read  lock  on  the  PTE,  copying  the  translation 
information  from  it,  reading  the  GC  from  the  GCTE,  and  releasing  the  read  lock.  A  pro- 
cess must  obtain  a  write  lock  on  a  PTE  when  it  desires  to  make  an  unsafe  modification  to 
the  PTE.  Before  releasing  the  lock,  it  updates  the  GC  in  all  GCTs  that  have  an  entry  for  the 
frame  containing  the  page. 

3.4.2.  Locking  the  Frame 

Although  we  associate  a  read-write  lock  with  each  page,  it  is  actually  more  efficient  to 
associate  it  with  each  frame.  Less  storage  space  is  required  because  there  are  more  PTEs 
than  PFT  entries  (PFTEs).  Also,  in  the  presence  of  aliases,  there  may  be  more  than  one 
PTE  per  frame;  if  a  read- write  lock  is  associated  with  each  page,  a  PE  would  have  to  obtain 
multiple  write  locks  in  order  to  modify  the  mapping  of  a  frame. 

It  is  possible  to  associate  the  read-write  lock  with  each  frame  by  using  the  following 
method:  A  TLB  reload  first  consults  the  PTE  for  a  frame  number  and  obtains  a  read  lock 
on  that  frame.  The  frame  number  is  read  again  from  the  PTE,  this  time  while  the  read  lock 
is  in  force,  and  is  compared  with  the  previously  read  frame  number.  If  they  differ,  the  read 
lock  is  released  and  the  process  is  repeated.  Otherwise,  the  GC  is  read  from  the  GCTE,  the 
read  lock  is  released,  and  the  TLB  reload  is  completed.  Write  locks  are  obtained  similarly. 
This  method  of  obtaining  locks  on  a  frame,  rather  than  a  page,  can  also  be  used  to  imple- 
ment the  technique  of  Section  3.3. 

Using  the  two-counter  algorithm  of  Section  3.1.2,  we  can  simplify  the  above  procedure 
and  make  the  locks  implicit.  This  is  done  by  associating  two  GCs  with  each  frame — the  GC 
in  the  GCTEs  and  the  GC  in  the  related  PFTE  (a  field  added  to  each  PFT  entry).  The  GC 
in  the  GCTE,  corresponding  to  C2  in  the  algorithm,  is  used,  as  before,  by  the  MM  to  vali- 
date incoming  requests.  However,  a  TLB  reload  copies  the  GC  from  the  PFTE,  correspond- 
ing to  Ci,  instead  of  the  GCTE.  The  GC  of  the  PFTE  and  all  the  GCTEs  agree  except 
while  translation  information  is  being  modified. 

A  PE  that  desires  to  make  unsafe  modifications  to  a  PTE  executes  the  "writer"  portion 
of  the  algorithm  of  Section  3.1.2  by  first  updating  the  GCs  in  the  GCTEs  (C2),  then  modify- 
ing the  PTE,  and  finally  updating  the  GC  in  the  PFTE  (C{). 

A  TLB  reload  obtains  a  trial  frame  number  from  the  PTE,  the  GC  from  the  PFTE 
(Ci),  and  then  the  actual  frame  number  is  read  again  from  the  PTE.    This  process  is 
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repeated  until  the  trial  and  actual  frame  numbers  agree;  at  that  time,  the  GC  and  frame 
number  are  loaded  into  the  TLB.  The  GC  sent  with  the  memory  request  is  validated  by 
comparing  it  to  the  GC  of  the  GCTE  (C2).  This  completes  the  "reader"  portion  of  the  algo- 
rithm of  Section  3.1.2. 

3.4.3.  GC  Overflow 

This  scheme  only  works  correctly  if  "regenerations**  are  prevented — each  TLB  entry 
has  to  be  reloaded  with  current  translation  information  (refreshed)  before  a  GC  has  cycled 
through  all  its  values;  thus  long  GC  fields  seem  better.  On  the  other  hand,  the  GC  is 
transmitted  from  the  PEs  to  the  MMs.  According  to  [12]  asymptotic  network  delay  grows 
quadratically  with  the  length  of  the  message.  Therefore,  keeping  the  GC  short  is  required 
to  avoid  a  significant  effect  on  network  traffic.  The  optimal  GC  length  is  determined  by  a 
compromise  between  these  two  competing  goals. 

The  refresh  rate  is  also  affected  by  the  manner  in  which  the  GC  is  updated.  A  straight- 
forward implementation  is  to  simply  increment  a  GC  at  each  PTE  unsafe  update.  On  over- 
flow, we  broadcast  a  message  to  all  PEs  that  causes  them  to  refresh  their  TLBs.  The  proba- 
bility of  a  GC  increment  requiring  a  TLB  refresh  is  the  reciprocal  of  the  number  of  possible 
GC  values.  It  may  be  possible  to  reduce  the  frequency  of  broadcasts  by  determining  the 
average  time  between  two  overflows  of  a  GC  and  periodically  refreshing  TLBs  more  fre- 
quently than  this.  If  the  GC  is  long  and  successive  updates  of  a  GC  are  relatively  infre- 
quent, the  overhead  of  TLB  refreshes  will  be  reduced  to  tolerable  levels. 

A  method  of  supporting  short  GCs  is  to  maintain  a  set  of  counters  (each  log  N  bits 
long,  where  N  is  the  number  of  PEs  in  the  system)  for  each  frame,  one  per  allowable  GC 
value.  Each  counter  denotes  the  number  of  TLBs  that  contain  the  corresponding  GC  for  that 
frame.  A  counter  is  incremented  on  a  TLB  reload  and  decremented  when  a  TLB  entry  is 
invalidated.  When  a  GC  is  to  be  updated,  a  search  is  made  for  a  GC  that  is  not  in  use;  i.e., 
for  a  counter  with  a  value  of  zero.  A  refresh  is  only  needed  when  each  allowable  value  is 
present  in  at  least  one  TLB.  Periodically  refreshing  TLBs  of  idle  PEs  reduces  the  likelihood 
of  this  occurring. 

3.4.4.  Evaluation 

The  validation  approach  allows  us  to  attain  one  main  memory  reference  per  virtual 
memory  request  on  a  TLB  hit.  However,  network  traffic  is  increased  since  each  memory 
request  is  augmented  by  a  GC.  Also,  the  need  for  each  MM  to  perform  additional  opera- 
tions to  process  each  memory  request  has  the  potential  of  decreasing  the  memory's  service 
unless  the  operations  are  pipelined.   This,  in  turn,  increases  network  congestion. 

Another  disadvantage  of  this  technique  is  that  additional  memory  is  required  at  each 
MM  for  the  GCTs.   If  the  counter  scheme  is  used,  yet  more  memory  is  needed. 
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3.5.  Translation  at  Memory 

Here,  we  require  each  memory  cluster  to  be  a  distinct  paging  arena.  In  this  case,  there 
is  no  need  to  translate  the  virtual  address  at  the  PE — the  virtual  address  determines  the  MM, 
where  address  translation  can  be  performed.   TLBs  at  the  PEs  become  superfluous. 

3.5.1.  Basic  Technique 

Each  MM  has  a  copy  of  the  PTEs  of  pages  resident  in  its  cluster.  This  copy  can  be 
accessed  associatively  by  page  number  or  directly  by  frame  number  and  is  called  a  resident 
page  table  (RPT);  each  RPT  entry  (RPTE)  has  a  dirty  bit. 

A  memory  request  contains  its  virtual,  rather  than  physical,  address.  It  is  routed  to  the 
appropriate  MM  where  the  RPT  is  searched  for  an  entry  for  the  referenced  page.  If  the 
search  is  successful,  the  access  is  performed  and  a  reply  is  returned  to  the  PE;  otherwise,  an 
exception  occurs  and  the  PE  executing  the  faulting  process  is  interrupted.  The  page  excep- 
tion routine  is  executed  by  either  the  PE  or  the  CC  In  this  scheme,  read  locks  are  implicit 
in  the  atomicity  of  the  translation  and  data  access  that  are  done  by  the  MMs. 

3.5.2.  The  RPT 

This  method  requires  each  RPT  to  be  an  associative  memory  with  a  number  of  entries 
equal  to  the  number  of  frames  in  a  cluster.  Since  there  may  be  several  thousand  such 
frames,  the  construction  of  fast  associative  memories  of  this  size  may  be  beyond  what 
current  technology  can  achieve  at  a  reasonable  cost.  However,  there  are  several  ways  to 
minimize  this  problem. 

We  can  reduce  the  number  of  frames  that  can  contain  a  page,  beyond  the  restriction  of 
associating  a  page  with  a  specific  paging  arena,  so  that  the  associative  search  for  a  page 
involves  significantly  fewer  entries.  This  will  reduce  the  degree  of  associativity  (set-size) 
required.  With  a  pseudo-random  allocation  of  pages  to  frames  it  might  be  possible  to 
achieve  reasonable  performance  with  a  small  set  size,  albeit  a  larger  set  size  than  the  two  to 
four  that  gives  good  performance  in  general-purpose  caches. 

Another  alternative  is  to  use  a  slower  and  cheaper  mechanism  to  store  the  RPT,  such  as 
the  memory  itself,  and  provide  a  high-speed  cache  that  stores  the  most  recently  used  entries. 
This  is  effectively  a  TLB  at  the  memory.  If  the  TLBs  at  the  MMs  have  a  high  hit  rate,  one 
can  dispense  with  the  RPTs  altogether — when  a  TLB  miss  occurs  the  relevant  PTE  is  loaded 
from  the  cluster  page  table.  For  shared  frames  that  are  interleaved  across  all  MMs  of  a  clus- 
ter, it  is  reasonable  to  expect  a  high  correlation  between  accesses  to  the  same  frame  at  dis- 
tinct MMs.  This  justifies  the  use  of  identical  TLB  entries  at  all  MMs  for  these  frames  (the 
value  of  the  dirty  bit  of  an  entry  may  differ  at  each  RPT).  In  such  a  setting,  the  TLB 
replacement  decisions  can  be  the  responsibility  of  the  CC — the  same  entry  is  invalidated  in 
all  the  TLBs  of  the  cluster;  the  dirty  bits  are  "ORed"  and  the  result  stored  in  the  cluster 
page  table;  and  the  new  entry  is  stored  in  all  the  TLBs. 
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3.5.3.  Evaluation 

With  address  translation  at  the  memory,  an  additional  delay  in  memory  access  time 
may  be  experienced.  This  additional  delay  need  not  occur  if  a  technique,  due  to  Sun 
Microsystems,  Inc.  [25],  which  takes  advantage  of  the  characteristics  of  dynamic  random 
access  memories  (DRAMs),  is  implemented.  A  DRAM  is  accessed  by  first  selecting  a  row 
with  the  low-order  bits  of  an  address  and  then  by  selecting  a  column  with  the  high-order 
bits.  If  a  successful  address  translation  can  be  performed  while  the  memory  is  using  the 
displacement  as  the  row  address,  the  DRAM  can  be  presented  with  the  frame  number  as  the 
column  address.   This  overlaps  translation  with  memory  access. 

Performing  translation  at  the  MMs  requires  larger  message  sizes  since  the  virtual, 
rather  than  the  physical,  address  is  transmitted  with  each  memory  request.  This  implies 
either  wider  paths  or  longer  messages  between  the  PEs  and  shared  memory.  However, 
there  are  no  significant  differences  in  hardware  complexity  when  compared  with  performing 
address  translation  at  the  PE.  In  addition,  the  reload  time  for  TLBs  at  memory  is  shorter 
than  the  reload  time  for  TLBs  located  at  the  PEs  and  no  network  traffic  is  required  to  per- 
form the  reload. 

As  discussed  in  Section  3.2,  dividing  memory  into  distinct  paging  arenas  may  have  an 
adverse  impact  on  the  page-fault  rate.  This  will  be  even  more  pronounced  if  further  division 
of  paging  arenas  is  done  to  reduce  the  associativity  requirements  of  the  RPT.  Also,  as  in 
the  validation  scheme,  additional  memory  is  required  at  each  MM. 

Assuming  a  fixed-sized  TLB,  we  compare  the  relative  TLB  hit  rate  achieved  with  TLBs 
at  memory  to  that  of  TLBs  at  the  PEs:  Let  a  page  be  concurrently  accessed  by  p  processors 
and  be  interleaved  across  the  c  memory  modules  in  a  cluster.  How  many  TLB  entries  are 
necessary  to  guarantee  that  no  TLB  miss  occurs  for  this  page?  If  the  TLBs  are  located  at  the 
PEs,  this  requires  p  TLB  entries;  if  the  TLBs  are  located  at  the  MMs,  c  entries  are  needed. 
The  hit  rates  of  both  organizations  are  equal  when  p  is  equal  to  c.  However,  other,  more 
basic,  considerations  of  efficiency  affect  the  balance  of  p  and  c:  having  c  much  lower  than 
p  creates  memory  contention;  on  the  other  hand,  choosing  too  large  a  c  reduces  available 
I/O  bandwidth.   These  considerations  thus  influence  the  optimal  TLB  location. 

4.   ConcIusioBs 

In  this  paper,  we  have  presented  three  different  mechanisms  that  can  be  used  to  main- 
tain the  consistency  of  TLBs  in  highly-parallel,  shared-memory  multiprocessors.  Since  the 
use  of  global  communications  to  enforce  TLB  consistency  is  only  likely  to  be  a  reasonable 
option  for  machines  with  a  few  tens  of  processors,  designers  of  highly-parallel  architectures 
with  many  hundreds  of  PEs  must  choose  among  techniques  similar  to  those  described  above. 

The  qualitative  arguments  presented  with  each  method  are  not  intended  to  settle  the 
issue;  extensive  simulations,  with  different  types  of  codes  and  varying  assumptions  on  the 
parameters  of  the  computer  architecture,  are  needed  in  order  to  make  an  intelligent  choice. 
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These  simulations  are  currently  being  performed  and  their  results  will  be  published  in  the 
near  future.  It  is  likely  that  the  ideal  approach  will  be  some  combination  of  the  techniques 
presented  in  this  paper. 

We  also  have  shown  that  standard  replacement  policies  may  not  be  efficient  in  the  pres- 
ence of  multiple  pagers  (or  page  daemons).  The  choice  of  a  good  page  replacement  policy  is 
another  topic  requiring  further  research. 
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